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CHANGES AND ADDITIONS 
“TO PARTS BULLETINS 


1001 Issue 1 1067 Issue 2 1090 Issue 2 
1012 Issue 2 1080 Issue 1 1093 Issue 1 
1038 Issue 2 1082 Issue 2 1100 Issue 2 
1052 Issue 1 1088 Issue 2 1117 Issue 2 
1064 Issue 2 1089 Issue 1 


The punch block assemblies shown in the above bulletins have been redesigned and assigned new 
assembly numbers. 01d style punch blook assemblies are no longer furnished. On orders for old style 
dliocks, new style assemblies which are fully interchangeable with the old style will be furnished. 


The sketches below illustrate the difference between the old and new style assemblies, and it 
should be noted that the shedder and wearing strip are replaced by a retractor plate, and the shedder 
guides are not used. The shedder and wearing strip are no longer being furnished. When it is desired 
to replace a shedder or wearing strip, a retractor plate should be ordered instead. 


The chart below may be used to determine the new style punch block assembly number which 
replaces an old style, and which retractor plate must be ordered to replace the old style shedder, and/or 
wearing strip. 


Retractor Plate 


Shedder Guide 
Shedder 


Caan aii |W aie 
LatJesedbluls 


12F3465 


Wearing Strip 


OLD STYLE PUNCH BLOCK 
(Spring on punches 2 & 4) 


NEW STYLE PUNCH BLOCK 
{(Sprine on ponches 1 & 4} 


N New 
Grinding Style 
Apparatus Wearing Assembly Retractor 
Used On Shedder | Strip Ni 


ioo.ag, | Pert. & nontyp. | 
122-384 | Reperr. (5 nag.) 

a Perf. & nontyp. 
122-975. Reperf. (5 mag.) 


Punches umbex ate 
savenees 
Serato 
7796 Serene 77988 


we 


wn 
tx 
@ 
@ 
a 
= 
fe) 
= 
® 


m 
ls 
ee i al 5 
o 


5 


PRINTED IN U.S.A, 


